
INTERGLASS
Reinforcement glass mesh

Product Uses
Designed for strengthening acrylic and polyurethane 
materials, water or thinner based bitumen pastes 
and oxidized bitumen.

Product description
A glass mesh resistant to basic materials (alkaline), 
designed for reinforcement of materials used as 
liquid membrane.

Packaging
4 rolls size 50 m x 1 packaged in a cardboard box

Advantages
  High mechanical strength
  Alkali resistance
  Easy installation
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INTERGLASS

Technical Specifications

Method of Use

Test type Test results Testing techniques

Weight gr/m2 5 ± 50

Elongation length Newton / 5 cm 600

Elongation width Newton / 5 cm 600

Eye Size mm * mm 2.85 * 2.85

Surface Preparation
Verify that the surface to be waterproofed is clean 
and clear of loose parts, dust, casting shells, concrete 
morsels, oil and foreign substances that may impact 
adhesion.

Method of application
Spread the mesh and immerse it in the sealant while 
still wet or hot.

Remarks
  It should be noted that the INTERGLASS mesh is very
strong, which may impair the elasticity of the 
material intended for reinforcement. With elastic 
materials, it is recommended to use light geotextile 
fabric to reinforce the material.

  Store in a shaded, dry, ventilated place in temperature
over 5°C.

  Rolls should be stored only in a vertical position.
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For Safety detailed instructions please refer to Pazkarˈs safety sheets (MSDS)

Warranty
Pazkarˈs products are manufactured to rigid standards of quality. Pazkar makes no representations or warranties with respect to the accuracy or completeness of 
the contents of this publication and reserves the right to make changes to specifications and product descriptions at any time without notice. Users must always 
refer to the most recent issue of the local product data publication for the product concerned. The user of the product must test the product›s suitability for the 
intended application and purpose. Due to differences in materials, substrates and site conditions Pazkar assumes no liability whatsoever, and disclaims any 
express or implied warranty, relating to its products including but not limited to, the implied warranty of merchantability, fitness for a particular purpose, nor any 
liability arising from any legal relationship. Subject to our terms and conditions, Pazkar grants a product warranty certificate for specific products, for any further 
information please contact us at infopazkar@pazkar.co.il. All orders are accepted subject to our current inventory, terms and conditions of sale and delivery.


