
SEALER PAZ
Water-Based Sealer

Waterproofing porous surfaces such as: Concrete, 
Stone, Claddings, Plaster, Tiles, Stucco, Gypsum
and Interlocking stones.

Product UsesProduct description
A water-based sealer for sealing and protecting 
substrates and stone, with UV-resistant acrylic 
copolymer. Does not contain formaldehyde or 
hazardous substances.

  Before using the product please read the safety data
sheet (SDS) that can be received in Pazkar LTD 
Company.

  Efficiently penetrates and binds porous surfaces
such as old or new concrete, light concrete, or 
gypsum boards.

  Enhances the adhesion of a new topcoat and
makes the surface more hydrophobic.

  Excellent adhesion to concrete.
  Long lifespan.
  Solvent-free.
  Water-repellent.
  ˝Breathable˝.
  Improves the durability of the structure over the

years - easy to apply.
  Invisible after application.

1 liter, 5 liters.

Advantages

SEALER PAZ

Packaging
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Preparing the area

Application EquipmentTechnical Data
  Color: Transparent
  Appearance: Milky
  Average particle size: 50 nanometers
  Gloss: Matte
  Density: 1.03 g/cm2
  Glass transition temperature: 0˚C
  Penetration depth: X > 10mm
  Drying rate coefficient (according to EN13579): X > 10%
  Consumption: 0.25-0.4 liters/m2, depending on surface

type and absorption
  Application temperature range: 30˚C
  Shelf life (at 20-25˚C): 24 months

  Brush/Roller
  Regular spraying
  Airless spraying

Refer to the appendix on ˝Surface Preparation˝.

Due to the fine particle size and the optimal 
morphology of the polymer particles, the sealer 
deeply penetrates the substrate and effectively 
binds its surface layer. This significantly improves 
the adhesion of a new topcoat. As shown in Image 1, 
the treated surface becomes hydrophobic while still 
maintaining a high level of water vapor permeability.
In Image 1, water droplets were placed on a porous 
light concrete surface. The untreated area on the left 
immediately absorbed the water droplet, whereas the 
area on the right was treated with the sealer (%10 weight 
in water, applied at 500 g/m2). After drying for two hours, 
water droplets remained on the surface for an hour.

Method of use

SEALER PAZ

For Safety detailed instructions please refer to Pazkarˈs safety sheets (MSDS)

Warranty
Pazkarˈs products are manufactured to rigid standards of quality. Pazkar makes no representations or warranties with respect to the accuracy or completeness of 
the contents of this publication and reserves the right to make changes to specifications and product descriptions at any time without notice. Users must always 
refer to the most recent issue of the local product data publication for the product concerned. The user of the product must test the product›s suitability for the 
intended application and purpose. Due to differences in materials, substrates and site conditions Pazkar assumes no liability whatsoever, and disclaims any 
express or implied warranty, relating to its products including but not limited to, the implied warranty of merchantability, fitness for a particular purpose, nor any 
liability arising from any legal relationship. Subject to our terms and conditions, Pazkar grants a product warranty certificate for specific products, for any further 
information please contact us at infopazkar@pazkar.co.il. All orders are accepted subject to our current inventory, terms and conditions of sale and delivery.

Pazkar Ltd. Tel. + 972 4 6423120 
Alon-Tavor Indastrial Zone, Afula, 1812001, 
infopazkar@pazkar.co.il,  www.pazkar.co.il
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