
Poly Fast MSP

Fast-Cure, Chemically Resistant Hot Polyurea

Product description
A silicone-modified polyurea coating, formed by cross-
linking polyurea polymer chains with silicone.
This advanced system offers superior overall 
performance compared to conventional polyurea, 
including improved resistance to a wide range of 
chemicals and reasonable UV resistance.

Technical Data
  Appearance / Gloss: Glossy
  Solids content (by weight): 100�
  VOC: 0
  Mixing ratio (PBV): 1:1
  Application temperature: 5-38˚C
  Recommended consumption: 2 kg/m²
  Layer thickness: Not limited
  �Application equipment: Heated, two-component 
high -  pressure spray system (e.g. Graco XP- 2)

  Hose & primary heating temperature: 65-71˚C
  �Spray pressure (Graco 2P or Fusion gun): Set to  
2,000 psi

POLY FAST MSP

POLY FAST MSP: 12/2025
Page 1 of 2

Product Advantages
POLY FAST MSP is a specially formulated, rigid 
aromatic polyurea, 100% solids, integrated with a 
silicone component. This unique patented formu-
lation provides enhanced chemical resistance, heat 
resistance, reduced water absorption, improved 
abrasion resistance, and superior performance under 
harsh weather conditions. Although aromatic in na-
ture, the silicone component significantly reduces ox-
idation when exposed to direct sunlight. Light colors 
may experience slight discoloration over time; how-
ever, surface gloss is retained. The material is resis-
tant to extreme temperatures, ranging approximately 
from -40˚C to 100+˚C, and performs well under se-
vere thermal fluctuations. Compared to conventional 
polyurea systems, MSP reduces algae accumulation 
and marine growth.
POLY FAST MSP performs excellently when exposed 
to petroleum products such as gasoline (with or with-
out ethanol), diesel fuel (with or without biodiesel 
additives), and crude oil. Conventional polyurea sys-
tems may be adversely affected by ethanol, whereas 
MSP maintains its performance.
The system is not limited to a specific layer thickness.

Packaging
Component A: 225 kg
Component B: 215 kg

*  Values are indicative only. Environmental conditions such as air movement and humidity must also be taken into account.



Service Temperature Range
-40°C to +120°C
The final cured surface will be smooth and glossy.

POLY FAST MSP

Technical Specifications

Test ResultsTesting TechniquesTest Type

Transparent amber (unpigmented)-Optical transparency

100,000 psiASTM D790Elastic modulus

3,750 psiASTM D412Tensile strength

350%ASTM D412Elongation

0.25%ASTM D570Water absorption (24 h)

0.24 permASTM E96Water vapor transmission

Shore D 60ASTM D785Hardness

<30 mg / 1000 cyclesASTM D4060Abrasion resistance

690 lbs/inASTM D624Tear strength

5–15 sec-Gel time

1:1PBVMixing ratio

Test data obtained from the recommended system applied on steel panels prepared to SA 2.5 (ISO 1-8501).
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Surface Preparation
Surface preparation must be carried out in accordance 
with the Concrete Surface Preparation Sheet supplied 
separately.

For Safety detailed instructions please refer to Pazkarˈs safety sheets (MSDS)

Warranty
Pazkarˈs products are manufactured to rigid standards of quality. Pazkar makes no representations or warranties with respect to the accuracy or completeness of 
the contents of this publication and reserves the right to make changes to specifications and product descriptions at any time without notice. Users must always 
refer to the most recent issue of the local product data publication for the product concerned. The user of the product must test the product›s suitability for the 
intended application and purpose. Due to differences in materials, substrates and site conditions Pazkar assumes no liability whatsoever, and disclaims any 
express or implied warranty, relating to its products including but not limited to, the implied warranty of merchantability, fitness for a particular purpose, nor any 
liability arising from any legal relationship. Subject to our terms and conditions, Pazkar grants a product warranty certificate for specific products, for any further 
information please contact us at infopazkar@pazkar.co.il. All orders are accepted subject to our current inventory, terms and conditions of sale and delivery.

Pazkar Ltd. Tel. + 972 4 6423120 
Alon-Tavor Indastrial Zone, Afula, 1812001, 
infopazkar@pazkar.co.il,  www.pazkar.co.il


